Oil Pattern Distance 41
Reverse Brush Drop 34
Oil Per Board Multi ul
Forward Oil Total 21.005 mL
Reverse Oil Total 5.885 mL
Volume Oil Total 26.89 mL

Tank Configuration
ALT
Tank A Conditioner
KEGEL
Tank B Conditioner
KEGEL

Cleaner Ratio Main Mix 5:1 Forward
Cleaner Ratio Back End Mix 5:1 Reverse
Cleaner Ratio Back End Distance 59 Combined
Buffer RPM: 4 = 720 | 3 = 500 | 2 = 200 | 1 = 50

WB Montreal (41')_18

<table>
<thead>
<tr>
<th>Item</th>
<th>3L-7L:18L-16R</th>
<th>8L-12L:16L-18R</th>
<th>13L-17L:18L-16R</th>
<th>18L-16R:17R-13R</th>
<th>18L-16R:12R-8R</th>
<th>18L-16R:7R-3R</th>
</tr>
</thead>
<tbody>
<tr>
<td>Description</td>
<td>Outside Track: Middle</td>
<td>Middle Track: Middle</td>
<td>Inside Track: Middle</td>
<td>Middle: Inside Track</td>
<td>Middle: Middle Track</td>
<td>Middle: Outside Track</td>
</tr>
<tr>
<td>Track Zone Ratio</td>
<td>3.1</td>
<td>1.49</td>
<td>1.01</td>
<td>1.01</td>
<td>1.29</td>
<td>3.1</td>
</tr>
</tbody>
</table>